UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 5

MEMORANDUM

DATE: May 1, 1998

SUBJECT: Response to National Remedy Review Board Recommendations on the
Continental Steel Superfund Site, Kokomo, Indiana

FROM: William E. Muno, Director /L/ Z/‘
Superfund Division po . . L adind

TO: Bruce Means, Chair
National Remedy Review Board

The purpose of this memorandum is to provide a response to the May 14, 1997 memorandum
issued to Region 5 regarding the National Remedy Review Board (NRRB) recommendations on
the Continental Steel Superfund Site located in Kokomo, Indiana. Region $ has worked closely
with the Indiana Department of Environmental Management (IDEM) on addressing the
recommendations received from the NRRB. As you may be aware, IDEM is the designated lead
agency for this site.

I have given careful consideration to the NRRB’s recommendations in addition to the detailed
response provided for each recommendation by IDEM. In conclusion, [ concur with the
responses provided by IDEM in the attached documents.

Overall, Region 5 and IDEM agree that a number of the recommendations should be
incorporated into the final proposed remedy for the site. The following highlights the most
significant changes incorporated:

0 Active identification and utilization of alternative fill materials for backfilling the
Markland Avenue Quarry;

0 Elimination of the shallow groundwater extraction wells further down gradient of
the Markland Avenue Quarry;

0 Installation of a shallow groundwater extraction system directly down gradient of

the Markland Avenue Quarry; and

0 Utilization of soil covers at the Markland Avenue Quarry, Main Plant Area and
Slag Processing Area.

The esttmated cost savings resulting from these changes is approximately $ 6.9 million. A
review of the responses will also reveal that several of the other NRRB recommendations have



also been incorporated into the final proposed site remedy. Although these changes enhanced the
overall remedy selection process for the site, no additional cost savings are associated with these
changes.

In addition to the direct benefit of the NRRB review on the proposed remedy, one of the
recommendations from the NRRB has been incorporated into the implementation of two other
site activities - an Interim Record of Decision (IROD) and a Non-Time Critical Removal Action
(NTCRA). Under the IROD, decontamination and demolition of buildings on the Main Plant
Area will occur. An Action Memo for a NTCRA to address lead contaminated soils in
residential yards adjacent to the site has also been signed. For both of these actions, Region 5
and IDEM had anticipated disposing of building demolition/debris and lead contaminated soils
off-site at a commercial disposal facility. After giving careful consideration to the NRRB
recommendation regarding the use of alternative fill for backfilling the Markland Avenue
Quarry, Region 5 and IDEM will attempt to stockpile suitable materials from these actions to be
used as fill at the site. If Region 5 and IDEM are abie to define some materials as “suitable fill
material”, additional cost savings will be realized for the IROD and NTCRA as well.

If you have any questions regarding this response or the attachment, please contact
Wendy Carney, Region 5's representative to the NRRB.

Attachment
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October 22, 1997

Ms. Wendy Carmney, HSRM-6J

U.S. Environmental Protection Agency
77 West Jackson Boulevard

Chicago, IL 60601

Ms. Carney:
Re:  Response to NRRB Recommendations and
EPA Comments

On September 15, 1997, the Indiana Department of Environmental Management (IDEM)
received additional comments via electronic mail (e-mail) from the U.S. Environmenta!
Protection Agency (EPA) concerning the IDEM Responses to the Recommendations from the
National Remedy Review Board (NRRB). IDEM compiled specific, focused responses to these
comments and sent them via facsimile to EPA on the morning of October 16, 1997. At your
suggestion and per IDEM request, EPA and IDEM conducted a conference call to discuss the
responses in the facsimile later that afternoon.

Based on the discussions from the conference call, IDEM has revised and edited these
responses. The EPA comments along with the IDEM revised responses are as follows:

Comment: At this point, EPA is not certain it makes sense to remove the sediments from
Markland Avenue Quarry. EPA rationale is that we are leaving a fairly significant
volume of similarly contaminated material contained within the quarry and have
been able to define containment as being sufficiently protective.

® Sediment samples collected from the Quarry for Solidification/Stabilization
Treatability Studies at the EPA S.T.A.R.T. Research Laboratory in Cincinnati, Chio
indicate high concentrations of TCE. '
¢ TCE in these samples is 220,000 ppb, with a TCLP of 3,000 ppb and a SPLP
3,400 ppb. (See attachment for results.)
¢ This data confirms earlier sar.pies collected by EPA contractors (TCE of
230,000 ppb) performing an emergency removal action on drums discovered in
the Quarry. (Data is available from EPA Emergency Response staff upon
request.) _
®  During backfilling operations, resuspension of contaminated sediments and free
phased DNAPL would most likely occur. There is a high possibility the
resuspended contaminants would enter/affect the shallow groundwater aquifer

An Eqgual Opportunity Employer
Printed on Recyeled Paper
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IDEM Response to NRRB
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Comment:

(CDM has recently experienced this event at a TRW site in Ohio.), which wouud
compromise containment of the contaminants. Since the proposed pumping system
(in close proximity to the quarry) was designed to contain migration of low level
quarry contaminants only within the shallow aquifer, resuspending free phased
DNAPL and elevating the contaminant ievels in the shallow aquifer would alter the
containment Scope of Work. The current arrangement for the pumped containment
water is for NO COST disposal through the City of Kokomo POTW. This
arrangement is provided the groundwater contaminant levels are low and free-
phased DNAPL is not present. Therefore, alteration to the pumping system will
likely be required to maintain this arrangement. This would require additional costs
than originally projected in the FS for the site-wide and Quarry groundwater
treatment/containment proposed alternative. The additional costs would include,
but not be limited to, upgraded pumping equipment, pretreatment system, and
extended O&M, which could potentially be burdensome on the State. However.
EPA is responsible for 100% of the cost associated with the first year O&M, which
would possibly be the greatest impact for DNAPL recovery. Unfortunately, this
variable cannot be adequately projected at this time. On the other hand, removing
the source of the DNAPL is feasible and has been projected in the proposed
alternatives of the FS and the recommendation to the NRRB.

The proposed Alternative for the Quarry includes approximately $4.7M in off-site
disposal costs. Taking the Quarry sediments to the CAMU for disposal would cost
approximately $1.7M. This would amount to nearly $3.0M in savings from the
proposed alternative for the Quarry and would eliminate the possibility for
groundwater treatment system changes that could easily approach if not exceed the
Quarry sediments disposal in the CAMU option.

The quarry sediment was a fair volume of material. If not removed, EPA needs to
know that the option of off-site disposing the remainder of the materials and
surcharging the lagoons has been explored.

The Quarry sediments make up approximately 28,000 cubic yards (dewatered) of
the total 206,000 cubic yards of material slated for disposal in the CAMU and
determined as cost effective and most piotective of human health and the
environment in the FS. This volume amounts to 12.5% of the total volume and
3.8% ($1.7M) of the total cost ($44.7M) for the selected Lagoon Area proposed
remedy.

As shown in the tables below, the CAMU is the most cost effective means of
handling the contaminated materials determined in the FS as necessary for
excavation and containment/disposal in order to prevent exposure to the
environment and humans and requiring some form of adequate containment.
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| Lagoon Area Costs Including Quarry Sediments

Option Description

Volume Unit Cost CAMU Conteats Lagoon Area Total Cost
{cu. yds.) {per cu, yd) Total Cost RCRA Closure(*) Lagoon Area
AMU 206,000 $60.00 $12,360,000 $13,700,000 $26,060,000
"()ff—site Disposal (v)| 206,000 $175.00 $36,050,000 $5,000,000 $41,050,000
Lagoon Area Costs Excluding Quarry Sediments
Option Description Volume Unit Cost CAMU Contents Lagoon Area Total Cost
{cu. yds.) {per cu. yd.} Total Cost RCRA Closure(*) Lagoon Area
CAMU 178,000 $60.00 $10,680,000 $13,700,000 $24,380,000
IOff—site Disposal (v} 178,000 $175.00 £31,150.000 $5.000,000 $36,150,000

(*) RCRA Closure does not include the cost that would be necessary for proper RCRA Closure that would be applicable to
both Options (CAMU & Off-site Disposal). Off-site Disposal option utilizes surcharging for RCRA Closure.

(v") Off-site Disposal option is based on the average disposal cost from three Subtitie D facilities. Transportation is included

1n the cost.

The numbers have been updated to reflect a more accurate representation of the quantities and costs associated with the areas of
cancern. The original numbers were determined by rounding numbers up (These numbers/figures were in the NRRB

presentation presented in San Francisco.).

e Updated Contaminated Material Numbers: (CAMU content quantities)

« 93,000 cubic yards of highly contaminated materials (associated with the
Lagoon Area but not in the CAMU designated area; elevated VOC, SVOCS, &
Metals locations)

« 34,000 cubic yards of PCB & metals contaminated soils from creek bank

adjacent to the Main Plant and elevated VOC areas on Main Plant

»  61,000/51,000 cubic yards from creek sediments (sediments removed/dewatered
sediments}
e 35,000/28,000 cubic yards from the Quarry sediments (sediments

removed/dewatered sediments)

® The CAMU will also greatly benefit the other OUs in NET cost structure/savings
and protectiveness to the environment and human heaith.

® The direct cost benefit of surcharging would be a savings of $8.7M. Then, to
adequately and appropriately handle the hazardous wastes from all the OUs would
require off-site disposal at a cost differential of $23.7M. The NET result of
changing to surcharging the lagoon wastes and disposing of the other wastes off-site
would be a net increase of $15M over implementation of the CAMU option.
Furthermore, after discussing the surcharging of the lagoon wastes with IDEM-
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RCRA, they felt that the surcharging option for the lagoon wastes would be less
protective ( it does not minimize the Toxicity or Leachability of the hazardous
waste) than the alternative proposed to the NRRB.

Comment: EPA also had concerns regarding the type and cost of the proposed material used to
backfill the Markland Avenue Quarry.

e IDEM anticipates utilizing and will endeavor to utilize various other materials to
backfill the quarry such as construction debris from local contractors. However,
due to the implementability evaluation criteria, IDEM projected the type and cost of
backfill materials based on readily available materials that carry a cost. Any
savings or reliance on these materials would be difficult to determine or estimate
without knowing the market for these items.

You will also find enclosed a copy of the Final Response to the National Remedy
Review Board Recommendation. During our conference call, there was discussion concerning
IDEM conducting a Focused Briefing for Mr. Muno. Please inform us of your decision. If you
have any questions concerning this letter or the enclosures, or would like to establish a meeting
time with Mr. Muno and yourself, call me at AC 317/308-3115 or e-mail me at
kherr@opn.idem.state.us.

Sincerely,

Kevin D. Herron, Project Manager
Superfund Section
Continental Steel Site
Office of Environmental Response
KDH:mg
enclosures
cc: Jon Peterson, U.S. EPA
Mark Burgess, Camp Dresser & McKee
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Table B-1. Quarry Sediment Analytical Results for VOCs

#_ —

Compound TWA® SPLP* TCLP¢ TCLP Limit* MCLf
Benzene® <428 <20 <20 500 5
Bromoform <42 <20 _

Carbon tetrachloride® <428 <20 <20 500 5
Chlorobenzenc® <42 <20 <20 100,000 100
Chiorodibromomethane <42 <20
Chioroethane <83 <40

2-Chloroethylvinyl Ether <420 <200
Chioroform® <42 <20 <20 6,000 100
Dichlorobromomethane <42 <20 .
I.1-Dichioroethane <42 <20
1,2-Dichloroethane? <42t <20 <20 © 500
i,1-Dichloroethene’ <42°% <20 <20 700
¢is-1.2-Dichloroethene <42 <20 70
trans-1.2-Dichioroethene <42 <20 ' T 100
1,2-Dichloropropane <42t <20 5
1. 3-Dichloropropene <42 <20
Ethylbenzene <42 <20 700
Methy! Bromide <83 <40
Methyl Chioride <83 <40
Methylene Chloride <83 <40

Methyl Ethyl Ketone <1.700 <200 <200 200,000
1,1,2.2-Tetrachloroethane <42 <20
Tetrachloroethene® <428 <20 <20 700 5
Toluene <42 <20 1,000
1.1.1-Trichioroethane <42 <20 200
1.1,2-Trichioroethane’ <428 <20 5
Trichloroethene* 220,000 3,400 3,000 500
Trichlorofluoromethane <42 <20
Vinyl chioride* <83* <40 <40 200 2

— e ———————————————————

Critical compound

""Ol.‘l'-

Results are in ug/kg dry weight.

Resuds are in ug/L.

Results are in ug/L.

Limits are in up/L.

Limits are in up/l. .

Reporting limit for TWA indicaies maximum concentration in SPLP leachate canndt be in excess of MCL (due o 20 fold
dilution resulting from SPLPY.

Reporting limit for TWA indicates maximum concentration in SPLP leachate could be in excess of MCL.
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1 Introduction

On April 22 and 23, 1997, the Indiana Department of Environmental Management (State)
presented a briefing of the Continental Steel Superf.und Site (CS55) Remedial Investigation/
Feasibility Study (RI/FS) to the U.S. EPA National Remedy Review Board (NRRB} in San
Francisco, California. In addition, the State presented its preferred alternatives for remediation
of the site based on the RI/FS.

This report presents responses to the NRRB’s recommendations dated May 14, 1997 which were
generated in response to the State’s presentation of its preferred alternatives. In general, many of
the recommendations made by the NRRB were also contemplated /evaluated by the State’s
contractor, Camp Dresser & McKee Inc. (CDM), during preparation of the FS. In the interest of
remedy cost savings, a number of the Board’s recommendations should be given further
consideration during the development of the Record of Decision and when the selected alternatives
are more finely tuned during the Remedial Design (RD) phase. However, the State believes the
alternatives and cost estimates presented in the FS are well within guidelines and adequate for site
remedy selection,

Section 2 of this report presents the NRRB’s recommendations and the State’s responses. Table 1-1
presents a summary of the cost impacts of the NRRB’s recommendations evaluation upon the
preferred alternatives selected by IDEM.

CDM Camp Dresser & McKee
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2 Recommendations and Responses

This section presents recommendations from the " "RRB for the Continental Steel Superfund Site

and responses from the State. Recommendations and responses are presented in the same order
and under the same subheadings used by the NRRB in its May 14, 1997 memorandum. The State
received assistance from its contractor, CDM, in generating these responses.

2.1 General

1. Recommendation

The State should clearly explain the extent to which site wastes either do or do not constitute
principal threat source materials as defined in the National Contingency Plan and related guidance.
Where any site wastes are identified as principal threat materials, decision documents should
explain how the remedy addresses the NCP’s preference for treatment of these materials.

Response

The site contaminants of concern pose a potential risk above 10E-03 only in the creek
sediments. All other source materials exhibit low toxicity and low mobility in the
environment. The greatest excess risk of the creek’. sediments is 8.0E-03, occurs in only one
reach of the creeks and is almost entirely due to exposure to PCBs. The other contaminants
are PAHs and metals. This risk is considered to be above acceptable risk range, .ad the
wastes are relatively immobile. Therefore, the site is not considered to have any principal
threat wastes.

The site contaminants are considered low level threat wastes that generally can be reliably
contained and that present only a low risk in the event of release. The proposed remedial
actions for the site comply with the NCP by providing “engineering controls, such as
‘containment, for waste that poses a relatively low long-term threat.” (Superfund
Publication: 9380.3-06FS, November 1991).

CDM Camp Dresser & McKee
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2.2 Groundwater

2. Recommendation

The State should fully develop and incorporate in the site decision documents a justification for the
proposed Technical Impractibility (TI) waiver as well as the vertical and horizontal extent of the TI
zone.

Response

The State, through its contractor, has incorporated a fully developed justification fora TI
Waiver as Section 6 and Appendix E of the site Feasibility Study Report. The TI Waiver was
approved by the U.5. EPA Region V TI Waiver committed in a letter to IDEM dated July 24,
1997.

3. Recommendation

The State should evaluate the appropriateness of locating ground water extraction in the immediate
vicinity of the [Markland Avenue] quarry in order to maximize control over potential plume
migration westward toward the creek. For the area between the recovery system and the creek the
State should investigate monitored natural attenuation as an alternative to the proposed recovery
system to restore the shallow groundwater.

Response

Site-wide groundwater was defined as the intermediate and lower water-bearing zones
throughout the CSSS and the shallow water-bearing zone that was present outside the
limit of the source areas. As such, groundwater extraction alternatives in concert with
natural attenuation were presented in the FS for the Markland Avenue Quarry as well as
for site-wide groundwater.

For the Markland Avenue Quarry, alternative SC-3Q includes a system of extraction wells
located along the western and northern perimeter of the quarry to intercept groundwater in
the shallow water-bearing zone. This 1s shown in Figure 1. This line of extraction wells
was situated immediately downgradient of the source area and can be considered in close
proximity to the source area. In addition to the interception component, this system would
also generate a capture area that should recover some contaminated groundwater in the
shallow water-bearing zone that has already migrated from the source area. By inference,
this alternative includes groundwater use restrictions and intrinsic remediation in the
downgradient areas that were predicted to be affected by the migration of groundwater
contamination that could not be recovered by the selected site-wide alternative.
Alternative SC-3Q focused on the containment and collection of groundwater in the

CPM Camp Dresser & McKee
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shallow water-bearing zone since the highty fractured nature of bedrock in this zone
would be amenable to the effective ccllection of contaminated groundwater.

In order to provide a more aggressive means of groundwater collection and containment at
the quarry source area, alternative SC-4Q was developed to include not only the western
and northern perimeter wells, but also an equal number of wells situated within the quarry
area itself. The purpose of these interior wells was to provide for the recovery of
groundwater in immediate proximity to the source and to attempt to reduce the downward
migration of contaminated groundwater and DNAPL to the intermediate and lower water-
bearing zones. It was discussed that this interior collection system would be only
marginally effective, since it is very difficult to generate a capture zone in less fractured
bedrock that may not have continuous hydrogeologic properties. In addition, since
DNAPL sources would follow paths of least resistance through the bedrock fractures, the
likelihood that DNAPL pockets would be intersected by the wells would be very low. The
use of intrinsic remediation in the shallow water-bearing zone beyond the capture zone
was similar to that for alternative SC-3Q.

These two alternatives provided for the containment and/or collection of contaminated
groundwater and DNAPL within the Markland Avenue Quarry source area. These
alternatives resulted in the assumption that no further contamination would migrate
downward from the shallow water-bearing zone. The assumption is also made that
contaminated groundwater outside of the capture zone will intrinsically remediate within
a period of approximately 20 years.

In addition to the source control alternatives, the management of migration alternatives for
site-wide groundwater also considered the use of groundwater extraction wells for
alternatives MM-3, MM-4 and MM-5. Alternatives MM-3 and MM-4 utilize up to 450
groundwater extraction wells within the shallow, intermediate and lower water-bearing
zones to collect and/or contain groundwater with contamination above ARARs.

Alternative MM-5 utilizes groundwater extraction wells in the shallow water-bearing zone
and relies on continued pumping at the Martin Marietta Quarry as the means to contain
groundwater contaminated above ARARS in the intermediate and lower water-bearing
zones. These alternatives do rely by inference on intrinsic remediation as 2a means to reduce
groundwater concentrations over time.

It is noted that the groundwater extraction wells are shown schematically as a line of wells
in several areas of site-wide groundwater as shown on Figures 2 and 3. It was suggested by
the NRRB that in lieu of the line of shallow groundwater extraction wells shown
schematically downgradient from the Markland Avenue Quarry, that a line of wells be
installed immediately downgradient of the quarry (much as for the source control
alternatives presented in the FS) and natural attenuation be utilized for the groundwater
downgradient of the capture zone.
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This proposed alternative by the NRRB cotld be utilized for the quarry. The State, in
selecting its preferred alternative, did not believe it-cost-effective to provide shallow
groundwater controls for contaminants released from the quarry both at the source and
downgradient for site-wide groundwater. The State selected the site-wide control as its
preferred alternative based on cost and its desire to minimize the need for groundwate. use
restrictions outside of the present extent of groundwater contamination. Of primary
importance was the desire to not allow groundwater contamination above ARARs to
potentially migrate to the northwest toward residential areas heretofore unaffected by
groundwater contamination. Therefore, the decision was made to intercept the leading
edge of the plume in the vicinity of the quarry. In addition, selection of the site-wide
shallow groundwater control alternative in this vicinity results in a cost savings of
approximately $50,000 compared to the quarry source control alternative (SC-3Q).

It is estimated that the downgradient extraction combined with intrinsic remediation of the
upgradient shallow groundwater will attain ARARs in approximately 30 years. This
estimate is 10 years longer than that expected with extraction at the quarry. However, the
State believed the extra remediation time was reasonable, given the cost savings and other

considerations discussed above.

Upon further review, the State concurs with the NRRB’s recommendation because it
should achieve ARARs in shorter timeframe in this vicinity and is more compatible with
guidance given for justification of the groundwater TI waiver (i.e., implementation of
source controls to the extent practical). The State agrees that shallow groundwater control
as described in SC-3Q in lieu of adjacent to the creek as described in MM-5 is desirable,
even though it will add approximately $50,000 to the suggested remedy for the site as a
whole. This increase in cost of the site-wide remedy is reflected by an increase in the
estimated cost of the preferred alternative for Markland Avenue Quarry (2.50Q) of $390,000
and a decrease in the estimated cost of the preferred alternative for site-wide groundwater
(MM-5) of $340,000,

4. Recommendation

To the extent the State considers monitored natural attenuation as a means for ground water
remediation (either as part of the proposed or alternative actions), it should evaluate this
remediation approach using site-specific characterization data and analyses that considers
such factors as:

= Historical ground water and /or soil chemistry data that demonstrates a clear and
statistically meaningful trend of declining contaminant mass and/or concentrations at
appropriate monitoring or sampling points;

= Site characterization data that can be used to indirectly demonstrate the type of natural
attenuation processes active at the site, and the rate at which such processes will reduce
contaminant concentrations to required levels; for example, data needed for

CDM Camp Dresser & McKee
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demonstrating occurrence of biological degradation processes include levels of
dissolved oxygen, nitrite, iron (If), suifate, methane, and carbon dioxide, among others;
and

» Data from field or microcosm studies {conducted in or with actual contaminated site
media) that directly demonstrate microbial activity in the soil or aquifer material and
its ability to degrade the contaminant of concern.

Response

Groundwater and soil chemistry results are generally limited to two rounds of
sampling (1993 and 1995). A qualitative evaluation of the available data indicates
that in source areas and associated contaminant plumes, the concentrations of
parent products has generally decreased and daughter or breakdown products has
increased over a period of two years cetween sampling events. Likewise, a similar
relationship is seen with depth. As an example, the ratio of parent (TCE) to
daughter (cis- and trans-1,2-DCE, 1,1-DCE, and vinyl chloride) constituents
decreases in the intermediate and lower water-bearing zones between 1993 and
1995 (see Table 2-1). This relationship is also seen with increasing depth as would
be expected if anaerobic biodegradation were occurring. The strength of this
relationship is even greater if constituent densities are considered - TCE is
significantly denser than cis- and trans-1,2-DCE, 1,1-DCE and vinyl chloride which
would tend to increase the parent/daughter ratios with depth if density gradients
were dominating migration.

Acerially, constituent concentrations generally decrease with distance from the
source and daughter compounds become more prevalent {parent to daughter ratios
generally less than one vs. greater than two near source areas). These trends,
although qualitative, are strong indicators that anaerobic degradation of the
chlorinated compounds is occurring especially at intermediate and lower water-
bearing zone intervals.

The majority of the analytes indicated for evaluation of biodegradation processes
are not available for use in evaluating degradation rates. However, the ratios
discussed above are an indication that degradation of the parent compounds is
occurring. Based on the limited data evaluated, CDM believes the rates of
reduction implied (20 to 30 percent per year) should only be viewed as evidence of
degradation with no conclusions drawn regarding the actual expected rates for
selection of remedial alternatives, Monitoring of analytes and compounds for
evaluating biodegradation processes during the first years of remediation activities
will confirm that these processes are occurring concurrent with other remediation
activities planned at the site and that natural attenuation is compatible with the
proposed remedies for the site.

CDM Camp Dresser & McKee

CADFFICE YW WINY WTDOC S PROJECTS 16710 T IFA 1 FSY NRRIS RSP RIFT2 WD



Response to National Remedy Raview Board
Continantal Stasi Superfund Site

Revision No. 0

Oclober 1987

Saction 2

Page 9of 18

TABLE 2-1
Ratio ¢f Parent to Daughter
Constituents at Well LA-04
Continental Steel Superfund Site
Kokomo, Indiana

Water-Bearing Zone Depth 1993 1995
Intermediate 45 2.15 (254
50 4.08
60 23 (.28)
65 70
Lower 111 4.83 x 10°
131 1.92 (1.75)

Note: Parent TCE concentration

H

Daughter = Sum of cis- and trans-1,2-DCE, 1,1-DCE and vinyl chloride
concentrations
() = Duplicate sample

No field or microcosm studies were conducted specifically at this site. Based on
conventional parameters, there are no indications that organisms typic2"'y found
in groundwater should not be present in site-wide groundwater. There were some
high pH conditions in several source areas but not in site-wide groundwater.
Therefore, based on discussions above, it is our position that natural attenuation is
a reasonable technology to apply to this site.

The effectiveness of natural attenuation will be measured over time through
groundwater monitoring of selected wells. The current program for groundwater
sampling includes 5 shallow groundwater wells for the Lagoon Area; 5 shallow
wells for Markland Avenue Quairy; 2 shallow and 6 intermediate and deep welis
at the Main Plant; and 10 nests, each consisting of a shallow intermediate and deep
monitoring well, for site-wide groundwater. The costs of well installation were
included in the detail cost tables provided in the Final FS Report.

Groundwater sampling has been ‘ncluded in the remediation cost estimate for the
source areas and site-wide groundwater. This sampling would be performed

CDM Camp Dresser & McKee
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quarterly for the first two years, semi-annually for the next two years, and annually
thereafter for up to 30 years for the source areas and 200 years for site-wide
groundwater. The primary constituents to be sampled included organic and
inorganic analyses, as appropriate for the source area and site-wide groundwater.
Occasional analyses will be included for degradation indicators, including electron
acceptors, metabolic byproducts, field parameters and nutrients in groundwater.
Costs for these analyses have been included within the cost tables presented in the
FS.

Therefore, the monitoring program for natural attenuation, as outline above, has
been adequately budgeted in the Final FS cost tables.

2.3 Markiand Avenue Quarry

5. Recommendation

The state proposed to leave existing contaminated fill material in the Markland Avenue
Quarry in view of this fact.

» The State should fully develop and explain in its decision document of this site the

rationale for removing the sediments and sludge from the quarry;

The Board is concerned that the quarry may remain a long-term source of
contamination to the shallow ground water. The State should evaluate the
appropriateness of ground water extraction in the immediate vicinity of the quarry in
order to minimize control of potential for plume migration; and

In view of the possibility that the quarry fill may remain a long-term contamination
source. The State should consider using quarry fill materials that are more cost
effective than “clean” fill to the extent allowable under state and federal law {(e.g.,
building debris).

Response

The cost to excavate 35,000 cubic yards of quarry sediment is approximately
$900,000 compared to mrre than $30 million to excavate up to 1.28 million cubic
yards of contaminated fill. After excavation, the State proposed gravity dewatering
of the sediments to an approximate volume of 28,000 cubic yards prior to disposal.
Off-site disposal of the dewatered sediments at a Subtitle D facility is estimated to
cost approximately $4.8 million compared to approximately $1.7 million for
disposal in the on-site CAMU.

CDM Camp Dresser & McKee
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The State’s l:st of preferred alterr:atives includes approximately 206,000 cubic yards
of contaminated materials which are proposed to be disposed in the on-site
CAMU. If the sediments are not removed from the quarry, there will still be
approximately 178,000 cubic yards of contaminated materiais to be disposed on-site
or off-site. The approximate volumes of contaminated materials requiring disposal
from each of the other source areas (i.e., excluding the quarry) under the State’s
preferred alternatives are as follows:

Lagoons (outside RCRA impoundments) 93,000 yd’
Creeks (dewatered sediments) 51,000 yd*
Main Plant 34,000 yd’

Off-site disposal of this material at a Subtitle D facility would add an estimated
$20 million to the State’s preferred option of on-site disposal in a CAMU.

Analytical results for Trichloroethene in the quarry sediments were obtained by
the U.S. EPA Superfund Technical Assistance Response Team {START) for the
purpose of evaluating treatability. These results were as follows:

TWA SPLP TCLP TCLP Limit
Trichloroethylene: 220,000 ug/kg 3,400 pg/L 3,000 ng/L 500 pg/L

The sediment within the quarry pond is a known source of DNAPL based upon
field observations. This DNAPL was assumed to have also migrated to the
intermediate and lower water-bearing zones consisting of less fractured bedrock.
However, it is suspected that a fairly significant portion of LivAPL (13 percent
assumed) is contained within the sediment. Though the less fractured bedrock
will continue to be a source for site-wide groundwater of dissolved DNAPL,
removing the sediment and its associated DNAPL would impact the iong-term
degradation of the groundwater. The results of the groundwater model indicated
that although times to attain ARARs would likely be governed by DNAPL in the
less fractured bedrock {the impracidcability of recovery served as the basis of the TI
waiver), removal of the sediment would serve to improve groundwater quality and
thus the time to attain ARARs, at least within the vicinity of source area itself.
Furthermore, guidance provided by U.S. EPA for the TI waiver indicates that
known sources must be controlled to the extent practical. It should also be noted
that backfilling the quarry without removal of the sediments, combined with
source area groundwater extraction in close proximity to the quarry (as agreed in
the response to Recommendation 3), may mobilize the DNAPL. The result could
be higher levels of contamination in the shallow groundwater and higher VOC

concentrations in the recovered groundwater which may preclude direct discharge
to the Kokomo WWTP.
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As indicated in the response to Recommendation 3, the State has reconsidered its
position on the issue of shailow groundwater control in the vicinity of Markland
Avenue Quarry and now concurs with the Board. To provide a measure of
protection against long-term groundwater degradation in the area, the proposed
quarry source control alternative will include shallow groundwater extraction
wells along the downgradient western and northern perimeter of the quarry.
These wells will provide additicnal means to collect potential leachate from the
contaminated fill left in place. It is noted that the cost to install and operate these
extraction wells, even if for a prolonged duration, is significantly less than the
remediation costs to excavate and dispose of the large quantity of contaminated fill
material. With these wells in place, groundwater monitoring will be completed to
assess when operation of these extraction wells could be terminated.

It is acknowledged and agreed that the quarry pond could be backfilled with
material that would not be considered "clean” off-site borrow. It is possible that
there would not be any cost for the materials themselves. However, it is very
possible that there would be a cost of up to $1 million to transport approximately
350,000 cubic yards of this material (on-site or off-site) to the quarry pond. Use of
alternative materials would result in considerable savings since the estimated cost
for clean fill for the quarry was on the order of $4 million. The FS report discussed
the potential use of main plant demolition material, assuming that it was
sufficiently decontaminated, or material excavated from other source areas that was
maryinally contaminated or contaminated with constituents that were not readily
mobile in groundwater. Use of alternative materials for filling the quarry will
likely result in a prolonged time frame for implementation of the remedy since
sufficient material may not be readily available.

6. Recommendation

It is unclear whether the added cost of the proposed impermeable cover designed to
mitigate infiltration in the quarry area would be justified given that a significant amount of
the quarry waste material would remain in the saturated cone. The State should consider a
soil cover that is sufficient to prevent surface soil exposure {rather than one designed to
mitigate infiltration). Such a cover may be constructed of relatively permeable and locally
available soils.

Response

The State agrees with this comment. There is approximately 10 feet of unsaturated
fill material within the quarry as compared to approximately 50 feet below the
water table. The use of a low permeability cover could be eliminated in favorof a
permeable soil cover, though infiltration of stormwater through this unsaturated
fill could transport some constituents over time. A two foot barrier of soil could be

CDM Camp Dresser & McKee
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provided to prevent direct contact with the fill material. The State recoruniends
that a low-cost warning barrier such as fluorescent orange litter or snow fencing
material be installed at one foot depth to serve as a warning/caution for any future
excavation of the potentially contaminated fill. This alternative would reduce the
cost of the cover by approximately $300,000.

7. Recommendation

In the quarry area, the State appears to be proposing remediation goals based on direct
residential use of quarry fill materials although future residential use of the quarry is not
expected. The State should ensure that remediation goals and cap design are consistent
with the expected future land use and its surrounding properties.

Response

The Markland Avenue Quarry is currently zoned {or general use which allows for
residential use. It is also bordered on three sides by existing residential
areas/houses. These homes are directly adjacent to or abut the Markland Avenue
Quarry property. While houses would not be expected to built on the quarry fill in
the future, it is anticipated that residential use of the land directly adjacent to the
quarry will continue. In addition, recreational use of the quarry (including the
potential for a developed recreational use such as a park) is expected. Given the
close proximity of homes to the quarry and the anticipated uses of the quarry, the
State continues to believe that it is appropriate to establish residential remediation
goals.

2.4 Kokomo and Wildcat Creeks

8. Recommendation

Regarding the proposed actions for the creeks, the Board recommends that cleanup levels at
this site be no lower than background levels. This is because these creeks are located in
heavily industrialized areas where any discrete cleanup to levels lower than “background”
on-site would soon be overcome by the influence of sediments from numerous off-site
upstream sources of these same contaminants.

Response

The State proposed “background” or risk based cleanup goals, if higher, for all
contaminants except for PCBs. The cleanup goal for PCBs was set at 1 ppm due to
ecological receptors and the Levl V fish advisory already set for the creeks.
However, the State agrees with the recommendation to set the creek cleanup goal

CDM Camp Dresser & McKee
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for PCBs at 5 ppm which is the “background” level. A review of the FS does not
indicate any change in the alternatives or their costs based upon this increase in
the PCB cleanup goal.

2.5 Lagoon Area

9. Recommendation

In evaluating the alternatives for action in the lagoon area against the NCP's “balancing
criteria”, the State should explain the value of the proposed excavation, making clear its
relationship to flood storage capacity and stream bank maintenance.

Response

This recorumendation actually has two issues. One is the need of the proposed
excavation for flood storage capacity, and the other is the need for stream bank
maintenance/excavation.

Whether the lagoons are capped in-place or they are consolidated to form the base
of a cell to contain other on-site wastes, adequate protection of the sludges and cap
must be provided against any high water events. Placing cap material or fill in the
lagoon area floodway fringe (flood plain} would require compensatory flood
storage to be constructed. The material in the floodway must be removed because
there are no permanent protective measures that can be economically
implemented. Excavating material in the floodway and along the floodway fringe
would be considered to adequately satisfy the compensatory flood storage
requirement. Of course, any cap system below the regulatory flood elevation of
approximately 793 feet MSL would have to be armored or otherwise protected.
The detailed plans for this would have to be completed during the Remedial
Design process.

The stream bank soil is contaminated with low level VOC, PAH and PCB wastes.
Again, there is no permanent protective measure that can be economically
implemented in an area that is subject to high water events. The proposal is to
excavate and remove the soils that contain contaminants in concentrations above
the cleanup goals. The “xcavated soils would be contained in an on-site disposal
unit, if built, or transported to an approved landfill off-site. The remaining stream
bank would be graded and vegetated appropriately.

The proposed flood storage capacity and stream bank maintenance/excavation
highly satisfy the “Balancing Criteria” of the” Long-term Effectiveness and
Permanence” and “Reduction of Toxicity, Mobility or Volume.” The proposed
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actions are technically proven, protective, effective and implementable. This
approach is compliant with ARARs, provides long-term effectiveness, reduces the
mobility of contaminants, maximizes short-term effectiveness, and can be
implemented using common construction methods.

10. Recommendation

The Board believes that there may be alternative (lower cost) approaches to constructing the
proposed “Corrective Action Management Unit” in the lagoon area. For example, adequate
dewatering and stabilization of the sludge may be achieved by surcharging the area to
achieve load bearing capacity; while adequate cap performance may be achieved using the
surcharge soils and proposed impermeable material. The Board recommends that the State
evaluate the feasibility of this or similar approaches.

Response

The State agrees that lagoon sludge can be dewatered by surcharping the area to
improve load bearing capacity. The State further agrees that if surcharge loading is
selected, the material used for preloading can be utilized within the final cap
design for the lagoons. The State would be in full agreement with the NRRB if the
RCRA closure only of the lagoons were to occur in this area. However, the
presence of the CAMU greatly affects the ability to surcharge the lagoon sludge
and achieve a load bearing capacity adequate to support up to 40 feet of overlying
contaminated fill materia! in the CAMU. In our opinion, the only way to achieve
sufficient load bearing strength is through solidification or i..:. grated construction
sequencing that would require phased filling, extended construction durations,
and added costs.

Generally, surcharging of sediment is performed to improve the load bearing
capacity to support a capping system. It is often found more cost effective to
surcharge the sediment rather thar perform in-situ solidification. A recent
discussion of this approach is outlined in the article “Containment System of an
Industrial Wastewater Lagoon, including Surcharge Loading of Sediments for Cap
Support” presented at the First International Congress on Environmental
Geotechnics, Edmonton, Alberta, 1994. A copy of this article is included in
Appendix A for reference.

The process for surcharging includes the installation of vertical drainage wicks to
promote dewatering of the sediment/studge, placement of a geofabric for materiai
separation and to serve as a working mat, and placement of the surcharge material.
This system can result in significant consolidation of the sludge as the water is
removed by compression. Up to 50 percent reduction in sludge volume can be
achieved, depending on initial water content and percent solids. The most cost-
effective use of this design approach is for fairly thick deposits of sludge that will

CDM Camp Dresser & McKee

[of) iwpwiniwpdocalprojects\267 311 174 11sis-r3p2. wod




Response to National Remedy Review Board
Continental Steal Suparfund Sile

Revision No. ¢

October 1357

Section 2

Page 16 0f 18

have a typical capping system on the order of 5 feet in thickness. A key design
issue is that the capping system is relatively small in load and uniformly spread
out over the lagoon.

For this site, howcver, there are several site-specific issues that must be considered
for design. A schematic cross section of the CAMU is presented as Figure 4. First,
the location of the CAMU within a portion of the Lagoon Area results in up to 30
feet of fill material being situated above the lagoon sludge, with the height of fill
varying across the site. CDM assessed the potential to situate the CAMU in other
source areas. The Markland Avenue quarry area is not appropriate given the area
is residential and the CAMU material contains mobile constituents that preclude
its use to fill the quarry pond. The slag area is already elevated in topography and
is not of sufficient area. The Main Plant is not applicable because of underground
utilities and the potential for commercial development. The Lagoon Area was
selected because it presents adequate area and is secluded from the public.
Therefore, the fagoon closure must consider the CAMU presence or the materials
proposed for disposal in the CAMU must be disposed off-site.

Surcharging lagoon sludge as subgrade for placement of an overlying capped
landfill is generally not good engineering practice. This is even more important for
this site since sludge from other lagoons must essentially be combined under the
CAMU to provide compensatory flood storage. Design issues include slope
stability, long-term secondary settlements, and overall foundation stability
associated with bearing capacity. It is generally required that bearing strengths
should be on the order of 25 to 50 psi to provide adequate long-term factors of
safety, Surcharging will not be able to achieve this sirength improvement, unless
25 to 50 feet of surcharge material is used. As a result, it is not likely that
surcharging would be appropriate within the limit of the CAMU.

This conclusion results in two design options: 1) solidify the lagoon sludge to a
compressive strength of 25 to 50 psi and locate the CAMU at the Lagoon Area; and
2) surcharge the lagoons, cap the lagoons in place, =nd dispose of the material
previously designated for the CAMU off-site.

For the first option, the remedial cost to solidify the sludge was estimated at $13
million. The CAMU fill material was assumed to result in an on-site disposal cost
of $60 per cubic yard to permit, construct, fill and cap the CAMU landfill.
Therefore, the cost of this option, based on 206,000 cubic yards of CAMU material,
is approximately $25 million.

For the second option, CDM has estimated that the cost to surcharge the lagoons
would be on the order of $5 million in lieu of $13 million to solidify the sludge.
The estimated cost of off-site disposal in a Subtitle D facility of up to 206,000 cubic
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yards of material from the source areas is estimated at $36 millinn, using an
estimated cost of $175 per cubic yard. Therefore, the total cost to surcharge sludge
and dispose of other contaminated fill off-site may be in excess of $40 million.
Though surcharging sludge is less costly than solidification, the site specific
consideration of an on-site landfill results in higher overall remedial costs for
surchareing sludge due to design considerations for the CAMU. The State
continues to prefer solidificaiion of the lagoon materials prior to placement of a
CAMU in this area.

2.6 Main Plant and Slag Processing Areas

11. Recommendation

Based on the board’s understanding that direct contact soil exposures present the only
threats in the main plant and slag areas, the State should consider soil covers designe 1 to
prevent such exposures rather than the proposed impermeable caps designed to mitigate
infiltration. '

Response

The State agrees that direct contact soil exposure presents the only threats in the
Main Plant and Slag Processing Areas. The use of a low-permeability soil cover
was evaluated to provide a higher degree of protection for the groundwater. It was
uncertain if buried drums could be present in the unsaturated zone. It was felt
prudent to provide a higher degree of protection to groundwater for potential
future releases from the fill by directing stormwater off-site.

Based upon further review, the State concurs that the low-permeability soil cover
could be replaced by a permeable soil barrier though some continued migration of
constituents in the unsaturated zone will likely occur over time. However, since a
permeable soil barrier will not contain any distinctive subsurface layer (i.e., clay)
that would indicate where contamination exists, the State recommends that a low-
cost warning barrier {i.e., fluorescent orange litter or snow fencing material} be
installed within the soil barrier to serve this purpose. This alternative would
reduce the cost of the cover by $340,000 for the Main Plant and $250,000 for the Slag
Processing Area.

CDM Camp Dresser & McKee

Cloticabwpwi 19267 174 1\s\s-rsp2 wod
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Containment System of an Industrial Wastewater Lagoon,
including Surcharge Loading of Sediments for Cap Support

Paul M. Przygocki, P.E., Site Manager, L. Alan Johnston, P.E., Project Engineer,
Walter Kosinski, P.E., Principal in Charge
GZA GeoEnvironmental, Livonia, MI, USA

This paper presents a case shudy of the design and implementation of a cantainment system for sedimenis within a hazardous wastewater lagoon. The
containment system consists of a sail/bentonite slurmy waill keyed into an undedying glacial till strala, 3 groundwater extraction system to maintain an inward
hydraulic gradient, and a geacompesite cap to reduce infiltzation of precipitation. Significant cost savings were realized by controlling seftlement of the
cap thraugh preconsclidation of the extremely saft sediments with a surcharge load rather than by in-situ solidification, This paper discusses the field
and laboratary testing which was completed on the lagoon sediments, to modei and monitor thair behaviae, as well as the difficu'ties experienced in placing

and constructing the fill,

Background

The hazardous wastewater scrface impoundment is part of a large
industrial plant located in central Indiana, in the United States of America
{USA). The impoundment had been in servica since 1942 and occupies
approximately 8 acres, consisting of two adjacent basins cannected by a
:oncrete spilway. The bwa basins functiened as a single integrated water
retention, treatment, and salid particle removal unt. One basin was a
concrate fined impoundimant which was used for wastewater reatmenl.
This basin measured about 250 feet by 70 feet, The second basin
censisted of an uniined [agaon which was used a5 4 wastewater retention
and particulate settfement. This lagoon, measuring about 4CQ fzel by E50
feet, had formerly been used as a sand and gravei borrow source, and
therefore the sediments extended fairly deep. Figura 1 shows the general
lagoon sediment thickness contours at the time it was removed fram
sarvica.

Figuré { Lagoeon sediment initial thickness contours (feel).

The surface impaundment received runaff from the plant’s storm sewers,
bailer blow-down water, ash quenching water from the power house, water
saftener rinse water, and non-cantact cooling water, Prior 1o 1838 the
Mpoundment also received efftuent water from the plant’'s on-sie waste-
water treatment systerm.

The sludge and sediment that resuited from the wastewater reatment
process was listed as RCRA FCO6 and FOUS wastes, The USA Caode of
Federal Requlations, 40 CFR 261 31, defines thess wastes as; "Waste-
water treatment sludge from electrapiating operations...” and *Spent

stripping and cleaning bath solutions from slaciroplating operations,
where cyanides are usad in the process...”, respectively. Subsequently
he sediments in the lagoon became a listed hazardous waste under the
same waste cades, under 40C~R 261.3 (1), Duets changesinrequlatory
status, the U.5. EPA and the Indiana Departiment of Envircnmentai
Management ordered the surface impoundment to be removed from
sarvice and closed.

in Aprit of 1992 the Indiana Department of Enviranmental Managemeant
approved the surface impoundment Closure Plan, which called for: the
instaliation of a scilhentonite siurmy cutolf wali around the entire impound-
ment and keyed intg the undertying fine-grained glacial till laver; in-silu
salidification of the lagoon sediments by mixing with cement/fly-ash grout;
instailation of a groundwater extraction system to create and maintain an
irmerard hydraulic gradient; the canstruction of a RCRA composite cap over
the entire impoundment; and appropriate monitoring controls.

Geologic Setting

The surface impeundment unitlies in a glacial outwash deposit of sand and
grave! extending approximately 115 feet deep. The uppermast bedrockis
the New Albany Shale, !n the vicinity of the impoundment the glacial
outwash is divided into an upper and lower unit by a refatively continuous
fine grain deposit of glacial il at a depth of 2pproximatety 53 feet. This till
conlaing a significant portion of sift and ¢lay, Grain size testing on the till
Indicated that sift quantities ranged from 19 to 43%, clay {rom 20 to 25%,
sands from 36 to 47%, and gravels from 4 to 7%, by weight. Plastic imits
of the fine grained materials ranged from 8 1o 10% while liquid fimits ranged
from 14 to 22%. This material is cfassified as CL and CL-ML under the
Unified Soil Classification System. The vertical hydraulic conductivity of
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the lill deposit ranged from 6 x 107 to 2 x 10 cm/sec.

The glacial outwash deposits are part of a continucus, unconfined aquifer
which is tapped by production welis located at the plant and at some
surrounding industries. The general grourtwater flow direction in the

aquifec is southerly, howaver pumping by the plant and surrounding

industries has created a local groundwater depression, Published literature
estimates of the hydraulic conductivity of the outwash sands and graveis o
be about 40 to 415 feet/day (Le. 0.014100.15 cmisec){3].

Lagoon Sediment Characteristics

During the development of the Closure Plan, analytical testing was com-
pleted on the tagoon sediments to evaluate the chemical consiituents and
treatability. This testing indicated that while hazardous constituents from
the wastewater sludge were present in the lagocn sediments, they did not
leach from the sediments at an appreciable rats, nor were they detected in
the groundwater monitoring wells adjacent to the lagoon. This aflowed for
the disposal of water remaved lrom the sediments at the glant's axisting
waslewater treatment plant,

Due to the extremely soft nature of the saturated lagoon sediments, the
collection of deep undisturbed samples was difficult. The crust that had
,ormed on tha higher areas of sediment after the surface water had been
pumped off, was only approximately § inches thick and was not sufficiently
stiff to safely suppert a mechanical drill rig. Therefore, the sediment
sampling and analysis program was completed in two phases. Phasa |
invoived the callection of shallow (up te 15 feet} samples by manual means,
working off the top of the erust and around the edges of the fagoon. Phase
Il included sampling and testing throughout the enlire depth of sediments
using a drill fig, working from on top of the initial sand drainage fayer placed
over the sediments.

Classification testing on the lagoon sediments included maisture content,
dry density, fiquid and plastic limits rarticle size analysis, void ralio, and
specific gravity. The meisture content testing indicated values as high as
200% for sediments less than 7 feet deep, and decreasing levels with depth
to appraximalely 80% at a depth of 30 leet Figure 2 containg the results
of the dry density testing relative to the depth of the sample. Figure 2
ilustrates that the shaflowest sediments (directly belaw the desiccated
crust) were at a dry density less than 30 pounds per cubic foat {pcf), and
the density increased graduaily with depth, 1o a maximum of approximately
50 pef at 3 depth of 30 feet,

* Dy Density, Phoese |

* DAY DENSITY
(peil
S

* Dry Density, Phasa [l

L 13 W 111 E) i3 » ¥3

"DEPTH {fesn)

Figure 2 Sediment dry density variation with depth.

The averaga fiquid and plastic limits of sediment samples that displayed
plastic behavior were 57% and 42% respectively, Alibuttwo samples tested
for particle size distribution had 99% or more passing the #200 sieve, Two
samples had 60% and 89% passing the 2200 sieve. The sediment veid ratic
ranged from 1 to 4, with an average of approximately 25. A general
decrease in void ratio with depth was apparent atthough there was a large
distribution in tha results. The specific gravity of sediments varded widely
from 1.3 to 26. This is indicative of the wide range of sources of the
sediments, including lime from the wastewater reatment to fly ash, and
cinders from boiler blow down water.
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Figure 3 Sediment undrained shear strength versus depth.

Sediment shear strength testing included torvane and unconfined com-
pression testing on undisturbed sampies, and in-situ vane shear testing.
The unconfined compression testing was completed in Phase [I, after the
placement of the initial sand li. Figure 3 presents sediment shear strength
data versus depth, Anincrease in shear strength with depth is apparent,
although again the data is widely distributed.

One-dimensional consolidation tests were completed on four sediment
samples. Twe lests were run an samples during Phase | {HB-7 and HB-
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Figure 4 Sediment e versus log P, Consolidation curves.
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3), and bwo tests wera run cn samples caliected in Phase il (P-12and P-
4}, Thae void ratio {&) versus log of the sffective stress (log p) curves from
these tests are shown an Figure 4. The compression index values for the
sediments tested, ranged from Q.66 ta 1.41. The deeper samples froma
depthof8ta 101eetand 30to 32 feet, displayed aprec asolidation pressure
of approximataly 300 and 800 pounds per square foot, respectivey,
indicating that the sediments were generally normally consaglidated under
the stress of the saturated sediments themseives.

Tha coefficlent of consolidation (Cv) values for aach test and stress level
are shown on Figure S, The curves illustrate a general decrease in Cvwith
increasing stress level. The lest run on the sample froem a depth of 30 to
17 feet had slightly higher Cv values than the other tests. The Coefficient
of Secandary Consolidation values fram the consolidation testing, ranged
from 0.001 to 0.04, with the lower value aiso coming from the deepest
sample,
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Figura § Sediment coefficient of consolidation versus stress levei.

solidification Feasibility and Cost

The Closure Plan originaily called for in-sity solidification of the sediments
by médng with cement fiy-ash grout. Mixing was to be accomplished using
amodifiad caisson drilling rig, where grout is pumped through a hallow keily
bar and =xits via ejection parts on the trailing edges of mixing blades.

in-situ sclidificatlon was odginally chosen as the mast practical means of
stabilizing the sediments, to allow for the constuction and suppert of the
zap, due ta lhe high sadiment moisture content and low densities abserved
during the deveiopment of the Closure Flan.

The direct costs of the in-situ solidification were estimated at $58/cyd,
basad on an estimated sediment valume of 80,000 cyds. Therefore, the in-
situ solidification of the sediments was estimated ta cast $4,5000,6C0,

Consolidation Feasibility and Cost

During develapment of the Clasure Plan, chemical lesting was performed
on the sediments and leachate, but litthe geotechnical testing was performed
onthe sediments. Therefare, the preiiminary testing program (Phasel}was
conducted to evaluate the physical propertles of the sediments to asses3
the feasibility of consolidation. This program Indicated that although the
sadiments exhibited very low shear strengths {i.e., less than 40 psf near the
surface) at their existing moisture content, the material would gain strengths
to about 100 psf ar more, once the meisture content reached approximately
100%. Additionally, the one dimensional consolidation tests indicated that
upon loading, the sediments wauld consolidate at a reasonable rate and
appearedto have consolidation characteristics similar tq naturally ocourming

respectively).
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fine-grained sediments (le. silt and clay).

Based on the promising results of the preliminary sediment testing, the
possibility of using consaiidation appeared feasible for support of the cap,
prviced that the economics could justity ahandoning in-situ solicification.
Subsequentcostestimations indicated the total price for surchargeloading,
including mobilization charges, would be on the erder of $29/cyd of
sediment or about $2,300,000. This represented a potential cast savings
of approximatety 55% overin-situ salidification. Therefore, consolidation af
the sediments was an attractive afternativa,

The primary remmaining CONCem was the constructability of theinitial fill layer
over the soft sediments. To fimit the amount o sediment disafacement and
ma* sment during fill placement, a biaxdal geagrid was specified to be placed
dlrectty over the sediment. Also, dewatering af tha sediments was fnitiated
shortly after cempletion of the sturry wall, In an attempt to Inillate the
consclidation of the sediments and Increase the in-situ sediment shear
strength, The dewatering was canducted using a large diameter steel
sump, lowered inta ihe ssdiments, The dewatering caused a naticeable
amount of consalidation to eceur, 20d a “rapid drawdawn' typa failure in
the higher sediments, which had the beneficial effect of flattening the
sediment surface. These observations provided further evidence that
sansolidation of the sediments was a viable attemative.

consolidation Design Consideratlans

The evaiuatian of the feasibility and cost (or *ha constructien of the preload
necessary for the consglidation of the lagoan sediments required analysis
of the consolidation and statility behaviors of the sediment/fil system. The
fellowing sactions present a discussion of the analyses performed.

]

Pradictions of Settlement

An Initial goal of the preliminary sampling and testing pragram was to-
develop data necessary for the astimation of the amount of sediment
settjeinant which cauid be expected. In arder to madel the sediment
behavior, one-dlmensional consalidation tests wers parformed on undis-
turbed and remolded samples. A remolded samplewas evaluated because
it was expected that the near surface sediments would becoma highly
disturbed dui ..y the indial fill layer placement.

The cansolidation tests and the sediment thicknesses provided the data
necessary foe an estimation of [l setlement. Expected setllements were
evaiuated for a series of sediment thickness/groups (i.e. 0-Gfaet, 515 feet,
15-25 [eet, and 25-35 feet). These were represented by an average
sediment thickness in each group {j.e. 5 feet, 10 feeat, 20 feel, and 30 feet,
An average top of final cap elevation was assumed for
calculation of the final averburden stress, and acanservative Compressian
Index {l.e. 1.41) was used to evaluate saitlement. The expected primary
consalidation settlemments were then estimated using Terzaghi ene-dimen-
sional cansalidation theary{2}, Figure 8 ilustrates the expected seltlemient
for each sediment thickness/group. The anticipated required fill volumes
wera estimated using the respective thickness/group surface areasandthe
comesponding predicted settlements.

Sacondary settlement was estimated using the more conservative param-
sters determined during testing, Fecthe 25to a5 foot sediment thickness
group, 0.8 feet of secondary setilement was estimated ta occur after S0
years, Even though the composite cap would be capable of sustaining
some differential seuiement, f was decided to design the surcharge to
remave as much af the anticipated secondary seftlernent expected lg ocecur
In S0 years as possible, during the anticipated 6 month pericd the surcharge
would be in placa.
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Figure § Estimated sediment settlement versus ssdiment thickness.

Accelerating Consolidation

Ta evaluate the feasibility of cansolidation of the lagoon sediments, # was
also hecessary to estimate the time required to complete primary consofi-
daticn. As reported earlier the coefficient of consoiidation, Cv, of the
sediment ranged from 0.001 to 0.04 cm¥sec. Since the testing indicated
the average was closer to the lower end, Gv was taken to be 0.002 cm/sec
or approximately 0.2 A%day, The pore water drainage path was assumed
to be vertical only from the top surface, because static groundwater levels
in the lagoon had been observed o be several feet higher than the
surreunding unconfined aquifer, Also, the initial excess pore pressure
distribution was assumed to be constant with depth. Using Terzaghi's
consolidation theory, and a percent consolidation required (Ureq%) of 58%,
Tv=1.8, the time required for consafidation at a sediment thickness of 20
feet was estimated tobe 10 years. This was obvicusly an overly conserys-
tive estimate, but # demonstrated that acceleration would be reguired to
complete primary cansolidation within a reasonable period of ime, such as
6 months.

To accelerate the primary consalidation of the sediments, a combination of
vertical strip drains and additional surcharge was propased, An analysis
was then undertaken to evaluate the required vertical drain spacing and
surcharge lcads at various sediment thicknesses, For the purpose of
analyzing consolidation by radial drainage, Cvr, was taken to be the same
as Cv. Then, using ime factors for radial drainage, Tr[1], the time required
for primary consolidation was determined. The contribution te consalidation

from vertical drainage out of the top of the sediments was also evaluated,

but found ta have a small effect on rate, for strip drain spacings less than
& ta 7 leet and primarily only during the eary portion of consolidation.
Yertical drainage was therafore ignored in the analysis. The resuits of this
analysis for a sediment thicimess of 20 feet are graphically displayed in
Figure 7, This figure shows the amount of time required for complet.
primary consolidation on the left axis, for various strip drain spacings and
surcharge height combinations, On the right axis the cost per square foot
of surface is shown for the combinations of surcharge heights and strip
drain spaci; gs which will complete primary consolidation in 180 days. The
tatat combined cost is also shawn,

Itis apparent from Figure 7 that vertical strip drains are much maore efficient
and cost affective, at accelerating consalidation than is additional sur-
charge. The actual optimum cost would be at a surcharge height less than
is shown on the graph, but a minimum of 5 feet of surcharge was required
for sufficient affective stress for remaval of significant secondary consali-
dation. Therefore, at a 20 foot sediment Lhickness, a combination of 5 feet
af surcharge and a strip drain spacing of approximately 5.5 feet was called
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Figura 7 Time required for compiete primary consclidation versus
surcharge height, for vadous strip drain spacings, and cost
curves for combinations of sirip drain spacings and
surcharge heights for cansalidation withir 180 days.

for. The total cast of this combinaticn was approximaltely $3.70 per square
foot

Preload Stability

One of the initial questions regardirg the use of a surcharge to consolidate
the lagoon sediments was whether or not the fill could be placed over the
very soft material. ARer removing the surface water from the lageon, an
investigation of the near surface sediments revealed that a thin desiccated
crust (6 to 12 inches) had formed over the higher porfions. Beneath this
erust and In Jower areas, the surficial sediments had [itfa to no shear
strength. Deeper probing revealed that the shear strength did increase with
depth, but the sediments were too soft to allow for access of heavier
equipment nacessary for the callection of deeper undisturbed samples.

A preliminary stability anafysis was undertaken to evaluate the feasibility of
placing the fill, based only on the limited initial data. The sediment strength
parameters used inthis analysis were a cohesion, ¢, of 20 psfat the surface
and finearlyincreasing by 1 psf per foct of depth. The shear strength friction
angle was conservatively assumed to be zero because of a lack of adequale
data and uncertainty regarcng pore pressure distribution and dissipation
with loading. Stability analyses were then completed using *PCSTABLS
and the Modified Janube Method. Analysis of a three oot sand fill 1ayer
placed directly aver the sediments indicated a factor of safety less than 1.
Therefoce, a biaxial geogrid was propasad to help distribute the fill load and
“bridge” softer areas of sediment. A discussion of the difficulties placing
the initial fill layer wilt be presented in the next section.

Additional anatysis indicated that shallower lifts ptaced over the initial 3 foot
it had factors of safety greaterthanone. Also, as previously reported, vane
sheartesting indicated that the sediments developed higher shear strengths
with depth. Thiswas primarity the result of what was a significantincrease
in ef{ective stress, framjust the first{it of fill, over the normally consolidated,
saturated, sediments.

Preload Construction

Construction operations far the consalidation of sediments, began in May
1993, with the installation of Tensar BX-1200™ geogrid and the placement
of a sand drainage layer (approximatety 3 feetin thickness). Manufacturers
specifications called lor the geogrid to be installed in a shingle like manner,
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with Fto S foot seam overlap. Seams were o be mechanicalty fastened on
S foat centers using piastic zip strip ties. The geogrid was ta be anchored
around the perimeter of the lagoon in a 10 foot wide bench, cut lo the
elavatian of the sediment surface,

Drainage fayer fill was ta be placed using a low contact pressure bulé dozer,
approximatefy equivalent to a Caterpillar D4 dazerin gross weight. The fil
sequence was such that the dazers were ta cover the fapped searns first
with about 2 to 3 feet of sand drainage material, then caver the cantar of tha
sheets, The dozers weratamove (ilitotheleadlng edge in agradual manner,
such that a farge mound of fill would not be advanced acress previously
ptaced fill and only a thin leading edge would be advanced over the
sediments.

Several days into this operation it became apparent that the near surfaca
sediments were too weak in cerlain areas of the lagoon to support this
approach. The advancing fil tended to push down the sediments near the

" |eading edge, forming a ‘mud wave’. Additionally, as the leading edge
advanced, the heightaf the wave lended!ta increase, making it more difficult
to cantrol,

A number of altemative placement techniques were attempted in and effort
to conlrol the "mud wave” problem, Thesa included reducing the iniial
layer thickness, using lighter equipment, and installing a seres of “stab”
wells and pumngping to dewater the sediments. While these methods peaved
eftective in many of tha lagoon areas, the *mud wave" problem was not
campletely ellminated. An effective placement method was developed
utilizing a track maunted backhoe o placa fitt in small pites, ahead of the
leading edge, allawing it to sit avemight, then typically the dozers were able
ta dicactly access the area and level out the fill tha [ollowing meming.

While this method was the most successtul inthe difficult areas, it proved
lo be much slower than anticipated. The drainage layer placement tock 67
workdays ta complete when t was anticipated to take only 45. Additionally,
while covering the sediments, occasional localized stability failures oc-
curred. During these failures the underlying geogrid tore and a large area
of fill would drop by 2ta 5 feet. Alss, the maost fluid sediments would be
fereed up through cracks in the fil and flow aver the leading edge of fil.
Typically, once thesa failures sccurred, stressas were ralieved the area
would stabilize. ’

Wick drain instaltation was commenced ancea sutficient area of the lagoon
was covered with the sand drainage layer. Amerdrain™ wick draing were
installed using a 15ton mandrel attached toa F.amatsu 333G backhee. Orain
spacing in the shallow areas (Le., less than 20 feet of sedimenl) wason 2
S foot rectangular grid. In areas where sadiments were thicker, a 5 foot
triangular spacing was used to reduce the drainage path length slightly.

1n the Closure Plan the average sediment thickness was estimated to be
10 6 feet, Based on this thickness it was estimated that approximately
100,000 feet of wick drain would be required, provided a 5 foot rectangular
spacingwas used and drains were not instalied in areas where the sediment
thickness was less than 5 fest During the drain instaliation, it hecame
apparent that the depth of sediment had been underestimated. Sediment
thickness averaged 16,2 feetindicating that the sediment volume had been
underestimaled by 52%. Consaquently, a total of 187,000 feet of wick
draipss were instailed in the lagoon sediments.

Shortly after wick drains were installed in an area of sediment, a dramatic
drep in pore pressures was observed and 3 coresponding increase in
stability was apparent. This drop in pare pressura can be seen on Figure
B, where elevation heads decreasad by 5 to 8 feet after 30 days, during
placement of additional fill. This response was typical at all the piezomaler
locations, following instaltation of the drainage wicks.

Priar lo completing wick drain installation, a gravity drainage system was
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Figure 8 Time dependant pore pressure data from piezometer cluster
P-13 (S-shallow and D-dezep).

instafled in the initial drainage layer to remave water which would become
tr pped when the generai fill was placed. The system cansisted cf 2 sumps
constructed of galvanized steel with finger drains extending radially out in
four directions. The sumps wera situated in the areas of the lagoon
uxpected lo experience the mast seiiement. The sumps were equipped
with submersible pumps thal fed into the plants wastewater lreatment
system.

Onee the gravity drainage system was installed, placement of the general
fill commenced. The first it was placed using a Caterpillar 04 wide-
trackad dozer. Subsequent lits were placed using heavier equipmeant
including Caterpillar D-8 dezers, 977 loaders, and rubber lired scrapers,
with na stability problems.

Instrumentation and Moritoring

Field monitaring was consiuered to be critical for the safe and successful
campletion of the instaitation of the fill. A series of pneumatic piezometers
and settlement manuments were installed in arder to monitor the behavicr
of the sadiments. In deeper areas of sediment, clusters of three piezom-
stars were installed at the top, middle and bottom. Dala from this
instrumentation was plotted on a daily basis, Figure 8 presents the pore
prassurs data from ane piezometer cluster, designated P-13.

Sattlemant menuments were installed an top of the initial drainage layer,
after the wick drain instaliation was complete. Figure 9 presants the data
{or settlement monument SM-8 (the field settlement curve was adjusted by

- 2 feet, which was the amount of setttament estimated to have accuiTed pdor

ta the installation of the setfement monument). The curve shows a rapid
increase in ssttiement immediately following installation of the wick drains.
On the plct is alsa a curve for the theoretical settlemnent which would have
occurred since the fill had first been placed at that location assuming radiaf
drainage.

Conclusions

The project presented many interesting geotechnical challenges, soma af
which were easily addressed and others created significant problems. The
fimited laboratary testing program proved to be adequale for a reasonable
astimation of the consalidation behavior of the lagaon sediments. The
greatest difficulty and obstacle in completing the project, wasthe construc-
tion of the initial drainage layer over the very saft lagoon sediments. The
early dewatering of the sediments proved to be invaluable in allowing for the
subsequent placement of fifl, The biaxal geagridwas critical in allowing the
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placement of the inftial sand layer, which could not have been dona without
some farm of reinforcement, Evatuation of stability accurately predicted the
stability of the sediment/fill system, which made it chyious at an early stage
that reinforcement would bie necessary. Aleo, the stability after the initial
sand layer was placed was accurately predicted, as ease of tater canstruc-
tior demenstrated.

‘The utilizatlon af wick drains for the acceleration of consolidation provedta
be cast affective and successful. Wickdrain installationalsa hada dramatic
affect in increasing the stabiity of the sediments.

This project demonstrated thatdeep, very soft, saturated, normally consoli-
dated, wastewater lagoon sediments, can be preloaded and consatidated
for the subsequent support of a cap. This construction methed gives
engineers and owners a cost effeclive altarnative for the closure of 2
wastewater lagoon,
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